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SECTION A-A

NOTES:
INSULATOR MATERIAL: SEE PART NUMBER CODING1.
CONTACT MATERIAL:  SEE PART NUMBER CODING2.
PLATING:  SEE PART NUMBER CODING3.
UL FLAMMABILITY RATING: 94V-04.
DIELECTRIC WITHSTANDING VOLTAGE: 1800 VAC5.
CURRENT RATING: 3 AMPS6.
CONTACT RESISTANCE: 30 MILLIOHMS MAX.7.
INSULATION RESISTANCE: 5000 MEGOHMS MIN.8.

REVISIONS

REV. ECO. NO DESCRIPTION DATE BY

E 2763 ADDED 'G' PLATING & UPDATED OPERATING 
TEMPERATURE FOR 'R' MATERIAL 4/17/2013 KV

F 2855

 CHANGED DEFAULT PPS FROM BLACK COLOR 
TO GREEN COLOR, REMOVED 'R' MATERIAL 

OPTION (OFFERED 'A' ONLY FOR 200C 
APPLICATION), ADD "Y" & "L" MATERIAL / 

COLOR OPTION

2/25/2014 JH

G 2995 ADD 'R' MATERIAL OPTION FOR 175 C 
APPLICATION 6/11/2014 JH

H 3134 UPDATE BOM FOR P MATERIAL CODE 1/14/2015 JHSU
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UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES [MM]

TOLERANCES: 

ANGULAR:  1  

DECIMALS   
.XX=  .02 [.5]

.XXX=  .005 [.13]
.XXXX=  .0005 [.013]

DATE NAMEDRAWN

C
DWG.  NO.
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